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Air-Loc ® smoke Testing

Smoke Bomb
303568 Smoke Bomb Smoke Blower Kit: Honda engine
303550 Smoke Bomb Smoke Blower Kit: Briggs & Stratton engine
034348 Smoke Bomb: 30 seconds (12 per case)
034358 Smoke Bomb: 60-seconds (12 per case)
034368 Smoke Bomb: 3 minutes (12 per case)
034378 Smoke Bomb: 3 minutes, double wick (12 per case)

Smoke Fluid
303018 Smoke Fluid Smoke blower Kit: Honda engine
303008 Smoke Fluid Smoke blower Kit: Briggs & Stratton engine
036488 Fluid Smoke pressure container and hose: 2 gallons capacity
065808 Fluid Smoke: one gallon (1 per case)
065818 Fluid Smoke: five gallons (1 per case)
065828 Fluid Smoke: fifty-five gallon drum

Accessories
014722 Smoke Blower replacement fan (left pitch)
058368 Smoke bomb holding cage

Fluid Smoke conversion kit from Smoke Bomb

036308 Briggs & Stratton engine

038558 Fluid Smoke conversion kit from Smoke Bomb
Honda engine pre 2006

061028 Fluid Smoke conversion kit from Smoke Bomb

Honda engine 2006 and newer

Testing Equipment
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